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5BLACK ACCESS - SINGLE OUTPUT

BLACK ACCESS
AC CHARGERS

SINGLE OUTPUT



BLACK ACCESS - SINGLE OUTPUT6

WB-BA-07S-SS
7.4kW - AC

W
ARRANTY

W
A R R A N T

Y

OPTIONS WB-BA-07S-SS PRODUCT N°*

WIFI + Type 2S Plug WB-BA-07S-SS
95951557-A

* Last version to date - available for sale

SCHEDULABLE CHARGING MODE

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 230V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

FEATURES
•	 AC charger for private use
•	 Power socket connector (Type 2S / NF EN 62196-2 / IEC 61851-1)
•	 Single outptut
•	 Compatible with every rechargeable hybrid and electric vehicle mo-

dels
•	 Waterproof and robust case
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SINGLE OUTPUT

SOCKET TYPE

TYPE 2S

Single output AC EV charger



7BLACK ACCESS - SINGLE OUTPUT

FEATURES WB-BA-07S-SS

INPUT & OUTPUT

Input voltage 230V AC

Input frequency 50 / 60Hz

Output voltage 230V AC

Max. output power 7,4kW

Max. courant de sortie 32A

Type d’interface de charge IEC 62196-2, Type 2S / IEC 61851-1

Connexion Standard power socket

Longueur de câble -

Nombre de connexions 1

PROTECTION

Overvoltage protection No

Undervoltage protection No

Overcharge protection No

Short circuit protection No

Hearth leakage protection No

Hoverheat protection No

Lightning protection No

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes  /  Yes  /  Opt

LCD No

RCD DC 6mA

Payment method APP / Plug & Charge

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Installation Wall / On pole (opt.)

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 246 / 382 / 162 mm

Weight (kg) 3 kg

Packaging dimension (W / H / D) -

CERTIFICATIONS

Certificate CE



BLACK ACCESS - SINGLE OUTPUT8

WB-BA-22S-SS
22kW - AC

W
ARRANTY

W
A R R A N T

Y

OPTIONS WB-BA-22S-SS PRODUCT N°*

WIFI + Type 2S Plug WB-BA-07S-SS
95951567-A

* Last version to date - available for sale

SCHEDULABLE CHARGING MODE

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

FEATURES
•	 AC charger for private use
•	 Power socket connector (Type 2S / NF EN 62196-2 / IEC 61851-1)
•	 Single outptut
•	 Compatible with every rechargeable hybrid and electric vehicle mo-

dels
•	 Waterproof and robust case
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SINGLE OUTPUT

SOCKET TYPE

TYPE 2S

Single output AC EV charger



9BLACK ACCESS - SINGLE OUTPUT

FEATURES WB-BA-22S-SS

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50 / 60Hz

Output voltage 400V AC

Max. output power 22kW

Max. courant de sortie 32A

Type d’interface de charge IEC 62196-2, Type 2S / IEC 61851-1

Connexion Standard power socket

Longueur de câble -

Nombre de connexions 1

PROTECTION

Overvoltage protection No

Undervoltage protection No

Overcharge protection No

Short circuit protection No

Hearth leakage protection No

Hoverheat protection No

Lightning protection No

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes  /  Yes  /  Opt

LCD No

RCD DC 6mA

Payment method APP / Plug & Charge

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Installation Wall / On pole (opt.)

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 246 / 382 / 162 mm

Weight (kg) 3.5 kg

Packaging dimension (W / H / D) -

CERTIFICATIONS

Certificate CE
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1111AC CHARGERS - SINGLE OUTPUT



WB-07S-SS
7.4kW - AC

OPT.
MID

OPTIONS WB-07S-SS PRODUCT N°*

WIFI + Type 2S Plug WB-07S-SS/W
95951217-B

 WIFI + RFID + Type 2S Plug WB-07S-SS/WR
95951217-BR

FEATURES

Single output AC EV charger

•	 AC charger for private or commercial use
•	 Power socket connector (Type 2S / NF EN 62196-2)
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 230V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

SINGLE OUTPUT

SOCKET TYPE

TYPE 2S

* Last version to date - available for sale

1212 AC CHARGERS - SINGLE OUTPUT
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FEATURES WB-07S-SS

INPUT & OUTPUT

Input voltage 230V AC

Input frequency 50Hz

Output voltage 230V AC

Max. output power 7.4kW

Max. output current 32A

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR /APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 240 / 380 / 164 mm

Weight (kg) 7 kg

Packaging dimension (W / H / D) 320 / 430 / 240 mm

CERTIFICATIONS

Certificate CE

1313AC CHARGERS - SINGLE OUTPUT



WB-07S-P
7.4kW - AC

OPT.
MID

OPTIONS WB-07S-P PRODUCT N°*

WIFI + RFID WB-07S-P/WR
95951210-BR

FEATURES
•	 AC charger for private or commercial use
•	 Plug connector (standard type 2 / NF EN 62196-2) & 5m 

cable included
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 230V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

SOCKET TYPE

STANDARD TYPE 2

SINGLE OUTPUT

* Last version to date - available for sale

1414 AC CHARGERS - SINGLE OUTPUT
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FEATURES WB-07S-P

INPUT & OUTPUT

Input voltage 230V AC

Input frequency 50Hz

Output voltage 230V AC

Max. output power 7.4kW

Max. output current 32A

Charging interface IEC 62196-2, Standard Type 2

Connection Plug

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 240 / 380 / 164 mm

Weight (kg) 9.5 kg

Packaging dimension (W / H / D) 360 / 460/ 360 mm

CERTIFICATIONS

Certificate CE

1515AC CHARGERS - SINGLE OUTPUT



WB-11S-SS
11kW - AC

OPT.
MID

OPTIONS WB-11S-SS PRODUCT N°*

WIFI + RFID + LCD
+ Type 2S Plug WB-11S-SS/WRL

95951237-B

FEATURES
•	 AC charger for private or commercial use
•	 Plug connector (Type 2S / NF EN 62196-2)
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 16A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

* Last version to date - available for sale

SINGLE OUTPUT

SOCKET TYPE

TYPE 2S

1616 AC CHARGERS - SINGLE OUTPUT

W
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FEATURES WB-11S-SS

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50Hz

Output voltage 400V AC

Max. output power 11kW

Max. output current 16A

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistante IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 295 / 466 / 189 mm

Weight (kg) 8 kg

Packaging dimension (W / H / D) 390 / 570 / 270 mm

CERTIFICATIONS

Certificate CE

1717AC CHARGERS - SINGLE OUTPUT



WB-11S-P
11kW - AC

OPT.
MID

OPTIONS WB-11S-P PRODUCT N° *

WIFI + RFID + LCD WB-11S-P/WRL
95951230-B

SOCKET TYPE

STANDARD TYPE 2

SINGLE OUTPUT

FEATURES

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 400V AC - 16A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

* Last version to date - available for sale

•	 AC charger for private or commercial use
•	 Plug connector (standard type 2 / NF EN 62196-2) & 5m 

cable included
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

1818 AC CHARGERS - SINGLE OUTPUT
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FEATURES WB-11S-P

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50Hz

Output voltage 400V AC

Max. output power 11kW

Max. output current 16A

Charging interface IEC 62196-2, Standard Type 2

Connection Plug

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 295 / 466 / 189 mm

Weight (kg) 12.5 kg

Packaging dimension (W / H / D) 390 / 570 / 380 mm

CERTIFICATIONS

Certificate CE

1919AC CHARGERS - SINGLE OUTPUT



WB-22S-SS
22kW - AC

OPT.
MID

OPTIONS WB-22S-SS PRODUCT N° *

WIFI + RFID + LCD + Type 2S Plug WB-22S-SS/WRL
95951227-B

SOCKET TYPE

SINGLE OUTPUT

TYPE 2S

FEATURES
•	 AC charger for private or commercial use
•	 Plug connector (Type 2S / NF EN 62196-2)
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

* Last version to date - available for sale

2020 AC CHARGERS - SINGLE OUTPUT
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FEATURES WB-22S-SS

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50Hz

Output voltage 400V AC

Max. output power 22kW

Max. output current 32A

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 295 / 466 / 189 mm

Weight (kg) 10 kg

Packaging dimension (W / H / D) 390 / 570 / 270 mm

CERTIFICATIONS

Certificate CE

2121AC CHARGERS - SINGLE OUTPUT



WB-22S-P
22kW - AC

OPT.
MID

OPTIONS WB-22S-P PRODUCT N° *

WIFI + RFID + LCD WB-22S-P/WRL
95951220-B

SOCKET TYPE

STANDARD TYPE 2

SINGLE OUTPUT

* Last version to date - available for sale

FEATURES

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

•	 AC charger for private or commercial use
•	 Plug connector (standard type 2 / NF EN 62196-2) & 5m 

cable included
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

2222 AC CHARGERS - SINGLE OUTPUT
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FEATURES WB-22S-P

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50Hz

Output voltage 400V AC

Max. output power 22kW

Max. output current 32A

Charging interface IEC 62196-2, Standard Type 2

Connection Plug

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 295 / 466 / 189 mm

Weight (kg) 12.5 kg

Packaging dimension (W / H / D) 390 / 570 / 380 mm

CERTIFICATIONS

Certificate CE

2323AC CHARGERS - SINGLE OUTPUT



WB-44S-P
44kW - AC

OPT.
MID

OPTIONS WB-44S-P PRODUCT N° *

WIFI + RFID + LCD WB-44S-P/WRL
95951320-B

SOCKET TYPE

STANDARD TYPE 2

SINGLE OUTPUT

* Last version to date - available for sale

FEATURES

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 400V AC - 63A

FLEXIBLE INSTALLATION

EUROPEAN CERTIFICATIONS

Single output AC EV charger

•	 AC charger for private or commercial use
•	 Plug connector (standard type 2 / NF EN 62196-2) & 5m 

cable included
•	 Single outptut
•	 Optional MID meter
•	 Compatible with every rechargeable hybrid and electric 

vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

2424 AC CHARGERS - SINGLE OUTPUT

W
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FEATURES WB-44S-P

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50Hz

Output voltage 400V AC

Max. output power 43,6kW

Max. output current 63A

Charging interface IEC 62196-2, Standard Type 2

Connection Plug

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD No

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

MID meter Opt

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 295 / 466 / 189 mm

Weight (kg) 16 kg

Packaging dimension (W / H / D) 390 / 570 / 380 mm

CERTIFICATIONS

Certificate CE

2525AC CHARGERS - SINGLE OUTPUT
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2727AC CHARGERS - DUAL OUTPUT



WB-07D-SSW
7.4kW x2 - AC

OPTIONS WB-07D-SSW PRODUCT N° *

WIFI + RFID + Type 2S Plug
+ LCD + MID WB-07D-SSW/WRL

95951677-A

FEATURES
•	 AC charger for private or commercial use
•	 Power socket connector (Type 2S / NF EN 62196-2)
•	 Integrated MID meter
•	 Dual outptut
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall support included
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

SINGLE PHASE ALIMENTATION 230V AC - 32Ax2

FLEXIBLE INSTALLATION

DUAL OUTPUT

EUROPEAN CERTIFICATIONS

SOCKET TYPE

TYPE 2S

Dual output AC EV charger

DUAL OUTPUT

* Last version to date - available for sale

2828 AC CHARGERS - DUAL OUTPUT

CERTIFIED
MID
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FEATURES WB-07D-SSW

INPUT & OUTPUT

Input voltage 230V AC

Input frequency 50 / 60Hz

Output voltage 400V AC

Max. output power 7,4kW*2

Max. output current 32A*2

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

Number of connectors 2

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD Yes 

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Intelligent power setting Yes

Installation Wall support / Floor installation (opt.)

Pro-earth Yes

MID meter Yes

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 360 / 560 / 178 mm

Weight (kg) 18.5 kg

Packaging dimension (W / H / D) 680 / 275 / 490 mm

CERTIFICATIONS

Certificate CE

2929AC CHARGERS - DUAL OUTPUT



WB-22D-SSW
22kW x2 - AC

OPTIONS WB-22D-SSW PRODUCT N° *

WIFI + RFID + Type 2S Plug
+ LCD + MID WB-22D-SSW/WRL

95951697-A

SOCKET TYPE

TYPE 2S

DUAL OUTPUT

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32Ax2

FLEXIBLE INSTALLATION

DUAL OUTPUT

EUROPEAN CERTIFICATIONS

Dual output AC EV charger

FEATURES
•	 AC charger for private or commercial use
•	 Power socket connector (Type 2S / NF EN 62196-2)
•	 Integrated MID meter
•	 Dual outptut
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Wall support included
•	 Floor mounting pole sold separately

* Last version to date - available for sale

3030 AC CHARGERS - DUAL OUTPUT
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FEATURES WB-22D-SSW

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50 / 60Hz

Output voltage 400V AC

Max. output power 22kW*2

Max. output current 32A*2

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

Number of connectors 2

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD Yes 

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Installation Wall support / Floor installation (opt.)

Pro-earth Yes

MID meter Yes

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 360 / 560 / 178 mm

Weight (kg) 18.5 kg

Packaging dimension (W / H / D) 680 / 275 / 490 mm

CERTIFICATIONS

Certificate CE

3131AC CHARGERS - DUAL OUTPUT
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WB-22D-SS
22kW x2- AC

OPTIONS WB-22D-SS PRODUCT N° *

WIFI + RFID + Type 2S Plug
+ LCD + MID WB-22D-SS/WRL

95951777-A

FEATURES

AC EV charging station

•	 AC charger for private or commercial use
•	 Power socket connector (Type 2S / NF EN 62196-2)
•	 Dual outptut
•	 Integrated MID meter
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32Ax2

FLOOR INSTALLATION

DUAL OUTPUT

EUROPEAN CERTIFICATIONS

SOCKET TYPE

TYPE 2S

* Last version to date - available for sale

DUAL OUTPUT
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FEATURES WB-22D-SS

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50 / 60Hz

Output voltage 400V AC

Max. output power 22kW*2

Max. output current 32A*2

Charging interface IEC 62196-2, Type 2S

Connection Standard power socket

Cable length -

Number of connectors 2

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD Yes 

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Intelligent power setting Yes

Installation Floor installation

Pro-earth Yes

MID meter Yes

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 420 / 1639 / 270 mm

Weight (kg) 22 kg

Packaging dimension (W / H / D) 500 / 1815 / 370 mm

CERTIFICATIONS

Certificate CE

35AC STATIONS - NEW GEN



WB-22D-P
22kW x2- AC

OPTIONS WB-22D-P PRODUCT N° *

WIFI + RFID
+  LCD + MID WB-22D-P/WRL

95951770-A

FEATURES

AC EV charging station

•	 AC charger for private or commercial use
•	 Plug connector (standard type 2 / NF EN 62196-2) & 5m 

cables included
•	 Integrated MID meter
•	 Dual outptut
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

SOCKET TYPE

TYPE 2S

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 32Ax2

FLOOR INSTALLATION

DUAL OUTPUT

EUROPEAN CERTIFICATIONS

DUAL OUTPUT

* Last version to date - available for sale
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FEATURES WB-22D-P

INPUT & OUTPUT

Input voltage 400V AC

Input frequency 50 / 60Hz

Output voltage 400V AC

Max. output power 22kW*2

Max. output current 32A*2

Charging interface IEC 62196-2, Standard Type 2

Connection Plug

Cable length 5m

Number of connectors 2

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G Yes / Yes / Opt

LCD Yes 

RCD Type A 30mA (AC) + 6mA protection against current default (DC)  /  
Equivalent Type B

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Intelligent power setting Yes

Installation Floor installation

Pro-earth Yes

MID meter Yes

WORKING ENVIRONMENT

Ingress protection IP65

Shock resistance IK10

Working temperature -25°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

Electric consumption on sleep mode <8W

MECHANICAL

Dimension (W / H / D) 420 / 1639 / 270 mm

Weight (kg) 22 kg

Packaging dimension (W / H / D) 500 / 1815 / 370 mm

CERTIFICATIONS

Certificate CE

37AC STATIONS - NEW GEN
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WB-DC-20S ECO
20kW - DC

OPTIONS WB-DC-20S ECO PRODUCT N° *

WIFI + RFID + LCD WB-DC-20S/WRL2
95951260-A

FEATURES SOCKET TYPE
•	 DC fast charger for private or commercial use
•	 Plug connector (CCS type 2 / NF EN 62196-3) & 5m cable 

included.
•	 Waterproof and robust case
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately CCS COMBO TYPE 2

SINGLE OUTPTUT

DC EV charger

SCHEDULABLE CHARGING MODE

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V 3P NO N 

FLEXIBLE INSTALLATION

4.3 INCHES SCREEN (OPTIONAL)

EUROPEAN CERTIFICATIONS

* Last version to date - available for sale
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FEATURES WB-DC-20S ECO

INPUT & OUTPUT

Input voltage 320~480V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2 (standard)

Outptut voltage range 150~750V DC

Max. output power 20kW

Max. output current 50A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection No

Undervoltage protection No

Overcharge protection No

Short circuit protection No

Hearth leakage protection No

Hoverheat protection No

Lightning protection No

ACCESSORIES & FUNCTIONALITIES

LCD 4.3 inches screen (optional)

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 450 / 630 / 206 mm

Weight (kg) 36 kg

Packaging dimension (W / H / D) 830 / 400 / 555 mm

CERTIFICATIONS
Certificate CE

4141DC CHARGERS



WB-DC-40S
40kW - DC

OPTIONS WB-DC-40S PRODUCT N°*

WIFI + RFID + LCD WB-DC-40S/WRL
95951250-A

FEATURES SOCKET TYPE

DC EV charger

•	 DC fast charger for private or commercial use
•	 Plug connector (CCS type 2 / NF EN 62196-3) & 5m cable included.
•	 Waterproof and robust case
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC -80A

FLEXIBLE INSTALLATION

7 INCHES TOUCH SCREEN

EUROPEAN CERTIFICATIONS

CCS COMBO TYPE 2

* Last version to date - available for sale

SINGLE OUTPUT
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FEATURES WB-DC-40S

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150~750V DC

Max. output power 40kW

Max. output current 80A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 548 / 775 / 294 mm

Weight (kg) 65 kg

Packaging dimension (W / H / D) 950 / 540 / 660 mm

CERTIFICATIONS
Certificate CE

4343DC CHARGERS



WB-DC-40D
40kW - DC 

OPTIONS WB-DC-40D PRODUCT N°*

WIFI + RFID + LCD WB-DC-40D/WRL
95951310-A

FEATURES SOCKET TYPE

DC EV charger

•	 DC fast charger for private or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Waterproof and robust case
•	 3 year warranty
•	 Wall installation (support included)
•	 Floor mounting pole sold separately

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 80A

FLEXIBLE INSTALLATION

7 INCHES TOUCH SCREEN

EUROPEAN CERTIFICATIONS

CCS COMBO TYPE 2

DUAL OUTPUT

* Last version to date - available for sale
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FEATURES WB-DC-40D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2, dual output

Outptut voltage range 150~750V DC

Max. output power 40kW

Max. output current 80A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 548 / 775 / 298 mm

Weight (kg) 78 kg

Packaging dimension (W / H / D) 950 / 540 / 660 mm

CERTIFICATIONS
Certificate CE

4545DC CHARGERS
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WB-DC-60D
60kW - DC 

OPTIONS WB-DC-60D PRODUCT N°*

WIFI + RFID + LCD WB-DC-60D/WC
95951330-A

FEATURES

DC charging station

•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

SOCKET TYPE

CCS COMBO TYPE 2

DUAL OUTPUT

* Last version to date - available for sale

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC -150A

EUROPEAN CERTIFICATIONS

CHADEMO OPTION
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FEATURES WB-DC-60D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2, dual output

Outptut voltage range 150-1000V DC

Max. output power 60kW

Max. output current 150A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 250 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE

4949DC STATIONS



WB-DC-80D
80kW - DC 

OPTIONS WB-DC-80D PRODUCT N°*

WIFI + RFID + LCD WB-DC-80D/WC
95951400-A

SOCKET TYPE

DUAL OUTPUT

CCS COMBO TYPE 2

DC charging station

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 200A

EUROPEAN CERTIFICATIONS

FEATURES
•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

* Last version to date - available for sale

CHADEMO OPTION
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FEATURES WB-DC-80D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150-1000V DC

Max. output power 80kW

Max. output current 200A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 260 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE
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WB-DC-100D
100kW - DC 

OPTIONS WB-DC-100D PRODUCT N°*

WIFI + RFID + LCD WB-DC-100D/WC
95951405-A

SOCKET TYPE

CCS COMBO TYPE 2

DUAL OUTPUT

* Last version to date - available for sale

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 250A

EUROPEAN CERTIFICATIONS

DC charging station

FEATURES
•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

CHADEMO OPTION
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FEATURES WB-DC-100D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150-1000V DC

Max. output power 100kW

Max. output current 250A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 270 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE
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WB-DC-120D
120kW - DC 

OPTIONS WB-DC-120D PRODUCT N°*

WIFI + RFID + LCD WB-DC-120D/WC
95951410-A

SOCKET TYPE

DUAL OUTPUT

CCS COMBO TYPE 2

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC -300A

EUROPEAN CERTIFICATIONS

DC charging station

FEATURES
•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

* Last version to date - available for sale

CHADEMO OPTION
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FEATURES WB-DC-120D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150-1000V DC

Max. output power 120kW

Max. output current 300A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 280 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE
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WB-DC-140D
140kW - DC 

OPTIONS WB-DC-140D PRODUCT N°*

WIFI + RFID + LCD WB-DC-140D/WC
95951415-A

SOCKET TYPE

CCS COMBO TYPE 2

DUAL OUTPUT

DC charging station

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC -350A

EUROPEAN CERTIFICATIONS

FEATURES
•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

* Last version to date - available for sale

CHADEMO OPTION
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FEATURES WB-DC-140D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150-1000V DC

Max. output power 140kW

Max. output current 350A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 290 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE

5757DC STATIONS



WB-DC-160D
160kW - DC 

OPTIONS WB-DC-160D PRODUCT N°*

WIFI + RFID + LCD WB-DC-160D/WC
95951348-A

SOCKET TYPE

CCS COMBO TYPE 2

DUAL OUTPUT

DC charging station

* Last version to date - available for sale

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 400A

EUROPEAN CERTIFICATIONS

FEATURES
•	 DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m cables 

included.
•	 Dual output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

CHADEMO OPTION
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FEATURES WB-DC-160D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

DC charging interface CCS Type 2

Outptut voltage range 150-1000V DC

Max. output power 160kW

Max. output current 400A

Voltage precision <±0.5%

Actual precision ≤ ± 1% (at 20% ~ 100% of nominal voltage)

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥95%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743 mm

Weight (kg) 300 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS
Certificate CE
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WB-DC-150D
150kW - DC

OPTIONS WB-DC-150D PRODUCT N°*

WIFI + RFID + LCD WB-DC-150D/WC
95951340-A

FEATURES

DC super charger

•	 7” LCD touch screen
•	 IP54
•	 Noise emission ≤65db
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m 

cables included.
•	 Floor installation
•	 Waterproof and robust case

THREE PHASE ALIMENTATION 400V AC - 200A

CCS TYPE 2 DUAL OUTPUT

SEVERAL COMMUNICATION MODES

EUROPEAN CERTIFICATIONS

3 YEAR WARRANTY

CCS COMBO TYPE 2

DUAL OUTPUT

SOCKET TYPE

* Last version to date - available for sale

6262 SUPERCHARGERS
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FEATURES WB-DC-150D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz±1

DC charging interface CCS Type 2, dual output

Outptut voltage range 200~1000V DC

Max. output power 150kW

Max. output current 200A

Voltage precision <±0.5%

Actual precision ≥30A:≤±1% ; <30A:≤±0.3A

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥94%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <30W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 1190 / 2200 / 1000mm

Weight (kg) 800 kg

Packaging dimension (W / H / D)

CERTIFICATIONS

Certificate CE
 * DC power is a “shared” mode. The 150kW dual output for example can provide 75kW DC to each outptut if they are plugged at the same time. This 
function is adjustable (for example : 50kW - 100kW for a 150kW DC super charger).
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WB-DC-180D
180kW - DC

OPTIONS WB-DC-180D PRODUCT N°*

WIFI + RFID + LCD WB-DC-180D/WC
95951380-A

FEATURES

DC super charger

•	 7” LCD touch screen
•	 IP54
•	 Noise emission ≤65db
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m 

cables included.
•	 Floor installation
•	 Waterproof and robust case

THREE PHASE ALIMENTATION 400V AC - 200A

CCS TYPE 2 DUAL OUTPUT

SEVERAL COMMUNICATION MODES

EUROPEAN CERTIFICATIONS

3 YEAR WARRANTY

* Last version to date - available for sale

CCS COMBO TYPE 2

DUAL OUTPUT

SOCKET TYPE

6464 SUPERCHARGERS
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FEATURES WB-DC-180D

INPUT & OUTPUT

Input voltage 260~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz±1

DC charging interface CCS Type 2, dual output

Outptut voltage range 200~1000V DC

Max. output power 180kW

Max. output current 200A

Voltage precision <±0.5%

Actual precision ≥30A:≤±1% ; <30A:≤±0.3A

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥97%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -25°C ~+55°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <30W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 1190 / 2200 / 1000mm

Weight (kg) 1000 kg

Packaging dimension (W / H / D)

CERTIFICATIONS

Certificate CE
 * DC power is a “shared” mode. The 180kW dual output for example can provide 90kW DC to each outptut if they are plugged at the same time. This 
function is adjustable (for example : 70kW - 110kW for a 180kW DC super charger).
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WB-DC-300D
300kW - DC

OPTIONS WB-DC-300D PRODUCT N°*

WIFI + RFID + LCD WB-DC-300D/WC
95951345-A

FEATURES
•	 7” LCD touch screen
•	 IP54
•	 Noise emission ≤65db
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m 

cables included.
•	 Floor installation
•	 Waterproof and robust case

THREE PHASE ALIMENTATION 400V AC - 400A

CCS TYPE 2 DUAL OUTPUT

SEVERAL COMMUNICATION MODES

EUROPEAN CERTIFICATIONS

3 YEAR WARRANTY

* Last version to date - available for sale

DC super charger

CCS COMBO TYPE 2

DUAL OUTPUT

SOCKET TYPE

6666 SUPERCHARGERS
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FEATURES WB-DC-300D

INPUT & OUTPUT

Input voltage 340~460V AC

Nominal input voltage 400V AC

Input frequency 50-60Hz

DC charging interface CCS Type 2, dual output

Outptut voltage range 200~1000V DC

Max. output power 300kW

Max. output current 400A

Voltage precision <±0.5%

Actual precision ≥30A:≤±1% ; <30A:≤±0.3A

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥97%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -25°C ~+55°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <45W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 1190 / 2200 / 1000mm

Weight (kg) 1600 kg

Packaging dimension (W / H / D)

CERTIFICATIONS

Certificate CE
 * DC power is a “shared” mode. The 300kW dual output for example can provide 150kW DC to each outptut if they are plugged at the same time. 
This function is adjustable (for example : 100kW - 200kW for a 300kW DC super charger).
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WB-DC-360D
360kW - DC

OPTIONS WB-DC-360D PRODUCT N°*

WIFI + RFID + LCD WB-DC-360D/WC
95951385-A

FEATURES
•	 7” LCD touch screen
•	 IP54
•	 Noise emission ≤65db
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3) & 5m 

cables included.
•	 Floor installation
•	 Waterproof and robust case

THREE PHASE ALIMENTATION 400V AC - 400A

CCS TYPE 2 DUAL OUTPUT

SEVERAL COMMUNICATION MODES

EUROPEAN CERTIFICATIONS

3 YEAR WARRANTY

* Last version to date - available for sale

DC super charger

CCS COMBO TYPE 2

DUAL OUTPUT

SOCKET TYPE

6868 SUPERCHARGERS
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FEATURES WB-DC-360D

INPUT & OUTPUT

Input voltage 340~460V AC

Nominal input voltage 400V AC

Input frequency 50Hz±1

DC charging interface CCS Type 2, dual output

Outptut voltage range 200~1000V DC

Max. output power 360kW

Max. output current 400A

Voltage precision <±0.5%

Actual precision ≥30A:≤±1% ; <30A:≤±0.3A

Voltage regulation precision ≤±0.5%

Current regulation precision ≤±1%

Wave factor RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency ≥97%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Hoverheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -25°C ~+55°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <45W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 1190 / 2200 / 1000mm

Weight (kg) 1800 kg

Packaging dimension (W / H / D)

CERTIFICATIONS

Certificate CE
 * DC power is a “shared” mode. The 360kW dual output for example can provide 180kW DC to each outptut if they are plugged at the same time. 
This function is adjustable (for example : 190kW - 170kW for a 360kW DC super charger).
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WB-DC-AC44S/DC60D
44kW - AC | 60kW - DC

OPTIONS WB-DC-AC44S/DC60D PRODUCT N°*

WIFI + RFID + LCD WB-DC-AC44S/DC60D/WC
95951360-B

(AC/DC) combo station

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION  AC - 150A+63A

EUROPEAN CERTIFICATIONS

SOCKET TYPE

CCS COMBO TYPE 2

TYPE 2

CHADEMO OPTION

DUAL DC OUTPUT

SINGLE AC OUTPUT

FEATURES

* Last version to date - available for sale

•	 AC/DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 / NF EN 62196-3, standard type 2 / 

NF EN 62196-2)
•	 Single AC output + dual DC output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation

7272 AC/DC COMBO STATIONS
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FEATURES WB-DC-AC44S/DC60D

INPUT & OUTPUT

Input voltage 260V~530V AC

Nominal input voltage 400V AC

Input frequency 50Hz / 60Hz

Number of outputs Single AC output, dual DC output*

AC charging interface IEC 62196-2, Standard Type 2 (Type 2S opt.), 1 socket

Max. output voltage 400V AC

Max. output current AC 63A

Max. output power AC 43.6kW

DC charging interface NF EN 62196-3, CCS combo type 2 (standard), 2 plugs

Max. output current DC 150A

Max. output power DC 60kW

Voltage precision (DC) <±0.5%

Current precision (DC) ≤±1% (at 20%-100% of nominal voltage)

Wave factor (DC) RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency (DC) ≥95.2%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Overheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <25W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 600 / 1883 / 743mm

Weight (kg) 250 kg

Packaging dimension (W / H / D) 860 / 2050 / 1060 mm

CERTIFICATIONS

Certificate CE
 * AC power mode is the real power provided at the output. DC power is a “shared” mode. The 60kW dual output for example can provide 30kW DC to 
each outptut if they are plugged at the same time. This function is adjustable (for example : 20kW - 40kW for a 60kW DC super charger).
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WB-DC-AC22D-SS/DC150D
22kW x2 - AC | 150kW - DC

OPTIONS WB-DC-AC22D-SS/DC150D PRODUCT N°*

WIFI + RFID + LCD WB-DC-AC22D-SS/DC150D/WC
95951365-A

SCHEDULABLE CHARGING MODE

COMPLETE PROTECTION

SEVERAL COMMUNICATION MODES

THREE PHASE ALIMENTATION 400V AC - 200A+32A x2

EUROPEAN CERTIFICATIONS

SOCKET TYPE

CCS COMBO TYPE 2

DUAL AC OUTPUT

DUAL DC OUTPUT

TYPE 2S

(AC/DC) combo station

* Last version to date - available for sale

FEATURES
•	 AC/DC fast charging station for public or commercial use
•	 Plug connector x2 (CCS type 2 *2 / NF EN 62196-3, type 2S *2 / NF 

EN 62196-2)
•	 Dual AC output + dual DC output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 Type A differential included
•	 3 year warranty
•	 Floor installation
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FEATURES WB-DC-AC22D/DC150D
INPUT & OUTPUT

Input voltage 340~460V AC

Nominal input voltage 400V AC

Input frequency 50Hz±1

Number of outputs Dual AC output, dual DC output*

AC charging interface IEC 62196-2, Type 2S, 2 sockets

Max. output voltage 400V AC

Max. output current AC 32A x2

Max. output power AC 22kW x2

DC charging interface NF EN 62196-3, CCS combo type 2 (standard), 2 plugs

DC Output voltage range 200~1000V DC

Max. output current DC Single connector MAX:200A

Max. output power DC 150kW

Voltage precision (DC) <±0.5%

Current precision (DC) ≤30A:≤±0.5%; <30A:≤±0.3A

Wave factor (DC) RMS: ≤±0.5%; Pic: ≤±1%

Measurement precision 0.5%

Efficiency (DC) ≥94%

Cable length 5m

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Overheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

LCD 7 inches touch screen

Ethernet / WIFI / 4G Yes / Yes / Opt

Payment method RFID / QR / APP

LED indicator Yes

Emergency stop button Yes

Pro-earth Yes

MID meter No

WORKING ENVIRONMENT

Ingress protection IP54

Shock resistance IK10

Working temperature -20°C ~+50°C

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Forced air cooling

Electric consumption on sleep mode <30W

Noise emission ≤65db

MECHANICAL

Dimension (W / H / D) 1260 / 2045 / 800mm

Weight (kg) 900 kg

Packaging dimension (W / H / D)

CERTIFICATIONS

Certificate CE
 * AC power mode is the real power provided at the output. DC power is a “shared” mode. The 150kW dual output for example can provide 75kW DC 
to each outptut if they are plugged at the same time. This function is adjustable (for example : 50kW - 100kW for a 150kW DC super charger).
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WB-2050-PSE-16-5C-ES
3.2kW - AC

OPTIONS WB-2050-PSE-16-5C-ES PRODUCT N°*

EMERGENCY CHARGER WB-20 50-PSE-16-5C-ES
55951230-A

Emergency AC charger - single outptut

FEATURES
•	 Mobile AC charger for private use
•	 Output connector : Standard type 2 / NF EN 62196-2
•	 Single output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 3 year warranty

SOCKET TYPE

STANDARD TYPE 2

COMPLETE PROTECTION

LCD SCREEN & LED INDICATOR

SINGLE PHASE ALIMENTATION 220V AC

MOBILE CHARGING SOLUTION

EUROPEAN CERTIFICATIONS

* Last version to date - available for sale
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FEATURES WB-2050-PSE-16-5C-ES

INPUT & OUTPUT

Input voltage 220-240V AC

Input frequency 50 / 60Hz

Max. output voltage 230V AC

Max. output power 3,7kW

Max. output current 16A

Type d'interface de charge IEC 62196-2, Standard type 2

Input interface Schuko plug

Cable length 5m

Cable section  3 x 2,5 mm² + 2 x 0,75 mm²

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Overheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G No / No / No

LCD No

LED indicator Input, Charge, Default

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

WORKING ENVIRONMENT

Ingress protection IP65

Working temperature -30°C to 50°C (while operating)

MECHANICAL

Case dimension (LxW) 246 x 74mm

Weight (kg) 3 kg

CERTIFICATIONS

Certificate CE

*Disclaimer: This charger delivers 16A current, therefore it is recommended to use it with an appropriately cabled and protected 
plug. The user is responsible for the responsible and secure use of this product. 
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7.4kW - 22kW - AC
WB-2080-PSE-32-XC-3-ES

OPTIONS WB-2080-PSE-32-XC-3-ES PRODUCT N°*

MOBILE CHARGER WB-2080-PSE-32-XC-3-ES
55951270-A

CHARGER + ADAPTERS + BAG WB-KIT-CM-32A-5C3
95951810-A

High voltage adjustable mobile AC charger - single output

COMPLETE PROTECTION

LCD SCREEN & LED INDICATOR

THREE PHASE ALIMENTATION 400V AC

MOBILE CHARGING SOLUTION

SINGLE PHASE ADAPTER SOLD SEPARATELY

EUROPEAN CERTIFICATIONS

FEATURES
•	 Mobile AC charger for private use
•	 Output connector : Standard type 2 / NF EN 62196-2
•	 Input connector : male tetra 3P+N+T (DSIEC2e-EV32P) 32A 

plug
•	 Several input adapters (three phase 16A, single phase 32A, 

single phase 16A, domestic E/F)
•	 Single output
•	 Compatible with every hybrid and electric vehicle models
•	 Waterproof and robust case
•	 3 year warranty

Single phase 32A

Single phase16A

E/F Type

Three phase 16A

Three phase 32A
ACCESSORIES

SOCKET TYPE

STANDARD TYPE 2

* Last version to date - available for sale
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FEATURES WB-2080-PSE-32-XC-3-ES

INPUT & OUTPUT

Input voltage 230/400V AC

Input frequency 50 / 60Hz

Max. output voltage 230/400V AC

Max. output power 7,4kW (single phase) / 22kW (three phase)

Max. output current Adjustable from 6A to 32A

Type d'interface de charge IEC 62196-2, Standard type 2

Input interface Three phase 32A plug + adapters

Cable length 5m

Cable section  3 x 2,5 mm² + 2 x 0,75 mm²

PROTECTION

Overvoltage protection Yes

Undervoltage protection Yes

Overcharge protection Yes

Short circuit protection Yes

Hearth leakage protection Yes

Overheat protection Yes

Lightning protection Yes

ACCESSORIES & FUNCTIONALITIES

Ethernet  /  WIFI  /  4G No / No / No

LCD Yes

Access control No

LED indicator Yes

Emergency stop button No

Intelligent power setting Yes

Pro-earth Yes

WORKING ENVIRONMENT

Ingress protection IP65

Working temperature -30°C to 50°C (while operating)

Relative humidity 5%-95% without condensation

Max. altitude <2000 m

Cooling Natural air cooling

MECHANICAL

Case dimension (LxØ) 278 x 100  mm

Weight (kg) 3 kg

CERTIFICATIONS

Certificate CE

*Disclaimer: The user is responsible for the current settings (in Ampere) according to its electrical equipment (electrical protec-
tion, upstream cable section, etc.). Wellborne advises a 5G10 cable section and a 40A caliber electrical protection to charge at 
22kW. Please follow your electrician’s recommendations if you are not a professional electrician yourself.
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ACCESSORIES
COMPATIBLE WITH ALL OUR PRODUCTS
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WB-LMS

8484 ACCESSORIES

W
ARRANTY

W
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YMultiple Charger Manager for Dynamic Energy Management

FEATURES

•	 Enerlog Controller establishing communication between charging points, the meter, 
and the power source. It enables dynamic energy management for all charging points, 
as well as the operations management of each connected charging point

•	 Three system capacities: 60kW, 100kW, and 240kW
•	 MID meter controlling voltage, current, and electrical power in real-time
•	 Compatible with all AC Wellborne charging stations and points produced from 2023 onwards
•	 Can support up to 32 charging points or stations (up to 64 charging points)
•	 Monitor the status, charging times, and power supply of your charging group in real-time
•	 7-inch touchscreen LCD control screen
•	 Communication can be connected in series or in parallel

POWER SUPPLY

CERTIFIED
MID

COMPLETE PROTECTION

MULTIPLE SYSTEM CAPABILITIES

7" TOUCHSCREEN

WALL INSTALLATION

EUROPEAN CERTIFICATIONS
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COMMUNICATION - PARALLEL

COMMUNICATION - SERIES

FEATURES WB-LMS
SYSTEM CAPACITY 60kW 100kW 240kW

INPUT CURRENT DATA

Max. output voltage 150A 250A 600A

Max. input voltage (MT) 5A

Current detection 0.5

INPUT VOLTAGE DATA

Input voltage via TC 400V AC

Input current via TC 320~480V AC

Input frequency 50/60Hz

Input frequency range 45-55Hz / 55-65Hz

Connection to AC network via CT 3P/N/PE

INTERFACES

RS485 Yes

Ethernet Yes

Maximum number of connected chargers 32 chargers (64 charging points)

Maximum communication distance RS485 cable: 500m / Ethernet cable: 100m

GENERAL DATA

Power consumption 20W max.

LMS power supply 1P/N/PE 230V - 2.5mm²

Dimension (W / H / P) 400 x 362 x 160 mm

Weight 10 kg

Working temperature -20°C ~ +50°C

Relative humidity 0% ~ 95% without condensation

Ingress protection IP65

Max. altitude <2000 m

CERTIFICATIONS

Certificate CE / MID



MOUNTING POLE

RFID SETTING

•	 Mifare 1 cards, CPU TypeA 
cards and CPU TypeB cards 
standard ISO14443 widely 
adopted on the market

•	 RF interface compliant with 
standards ISO / IEC14443 
TypeA and TypeB

•	 Working frequency: 13,56 
MHz

•	 CPU TypeA cards and CPU 
TypeB cards (intégrated to 
the CPU chips) for better 
security and encription

Sold individually

RFID CARD
CONFIGURATOR

Sold by groups of 10

CUSTOMIZABLE
RFID CARDS

WB-P1 WB-P3 WB-P4 WB-P5

55951910-A 55951930-A  55951940-A   55951950-A

Dimension (WxHxL) 255 x 1500 x 154 mm 500 x 1652 x 300 mm 360 x 1500 x 260 mm 400 x 906 x 250 mm

Weight 14 kg 45 kg 18 kg 15 kg

Compatible 
products

AC wall single output EV 
chargers

DC wall single & dual 
output EV chargers exept 
ref.WB-DC20S ECO

DC wall EV charger
 ref.WB-DC-20S ECO

AC wall dual output EV 
chargers

8686 ACCESSORIES
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CABLE

CABLE HOLDER

AC CHARGING CABLE

Type 2 male & female plug.
European standards.
•	 5 meter black cable

Compatible with every 
Wellborne mounting pole

CABLE HOLDER CABLE HOLDER
Compatible with every 

Wellborne mounting pole

AC CHARGING CABLE AC CHARGING CABLE

Type 2 male & female plug.
European standards.
•	 8 meter black cable

AC CHARGING CABLE

Type 2 male & female plug.
European standards.
•	 10 meter black cable

Type 2 male & female plug.
European standards.
•	 6 meter black cable

ACCORDION AC
CHARGING CABLE

Type 2 male & female plug.
European standards.
•	 8 meter black cable

8787ACCESSORIES

55951220-A 55951221-A

55951222-A 55951223-A

55951265-A

55951997-A 55951997-B

WB-IEC2E-EV32P-5C3 WB-IEC2E-EV32P-6C3

WB-IEC2E-EV32P-8C3 WB-IEC2E-EV32P-10C3

WB-IEC2E-EV32P-8S3

WB-CH, BLANC WB-CH, NOIR



CABLE ADAPTER

ADAPTER : THREE PHASE 
(32A) / THREE PHASE 

(16A)

•	 Input Tetra 16A male plug
•	 Output Tetra 32A female 

plug*

ADAPTER : THREE PHASE 
(32A) / TYPE E

•	 Input type E male plug
•	 Output Tetra 32A female 

plug*

ADAPTER : THREE PHASE 
(32A) / SINGLE PHASE (16A)

•	 Input single phase 16A 
2P+T male plug

•	 Output Tetra 32A female 
plug*

ADAPTER : THREE PHASE 
(32A) / SINGLE PHASE (32A)

•	 Input single phase 32A 
2P+T male plug

•	 Output Tetra 32A female 
plug*

*Compatible with the mobile charger WB-2080-PSE-32-XC-3-ES

8888 ACCESSORIES

WB-EX-32P/16P-5C3

55001274-A

WB-EX-32P/32P-5C-ES

55001271-A

WB-EX-32P/16P-5C

55001273-A

WB-EX-32P/32P-5C

55001272-A



COMMUNICATION

POWER MODULE

4G SIM CARD

DC 20kW MODULE
COMPATIBLE WITH

WB-DC-60/80/100/120/140

WIFI MODULE

4G MODULE
•	 Compatible with every 

Wellborne EV charger and 
station

•	 External antenna

8989ACCESSORIES

WB-SIM4G

55951875-A

WB-MOD-DC20

55951800-A

WB-W

55951870-A

WB-4G

55951880-A



POWER MANAGEMENT

DIGITAL SINGLE PHASE ME-
TER AND TRANSFORMER

DIGITAL THREE PHASE ME-
TER AND TRANSFORMER

MID THREE PHASE 
METER

SINGLE PHASE MID 
METER

SINGLE PHASE
TRANSFORMER

SINGLE PHASE
TRANSFORMER

THREE PHASE
TRANSFORMER

9090 ACCESSORIES

WB-1MCT

55951811-A

WB-3MCT

55951821-A

 WB-MIDT

55951825-A

WB-MIDM

55951815-A

WB-1CT-100A

55951830-A

WB-1CT-600A

55951831-A

WB-3CT

55951840-A



TRANSPORT BAG

ROUND SOFT BAG

RECTANGULAR HARD 
BAG FOR CABLES

RECTANGULAR SOFT BAG 
FOR CABLES

BIG RECTANGULAR SOFT 
BAG FOR MOBILE CHAR-

GER AND ADAPTERS

9191ACCESSORIES

WB-BAGR

55951710-A

WB-BAGC-H

55951721-A

Couleur noire

WB-BAGC-S

55951720-A

WB-BAGC-S-L

55951722-A



www.wellborne.fr

www.wellborne.fr

09 73 79 63 33

10 Rue Jacquard, 
69680, Chassieu
France

contact@wellborne.fr

The Wellborne EV Map app is the tool designed for the public to 
localize and monetize EV chargers and EV charging stations.

WELLBORNE EV MAP

The WB Charge app allows you to manage all your Wellborne EV 
chargers and EV charging stations from your smartphone.

WB CHARGE

The Wellborne Distributors Platform is the management tool de-
signed for the Wellborne network. Managers, resellers and integra-
tors can access it to arrange appointments with clients, manage 
installation follow ups, etc.

WELLBORNE DISTRIBUTORS PLATFORM

WELLBORNE APPS

WELLBORNE SAS 
with a share capital of 100 000 €   -  SIRET 89303074200017  -  APE 4669A 

CONTACT US



www.wellborne.fr 09 73 79 63 33

10 Rue Jacquard, 69680, Chassieu, Francecontact@wellborne.fr
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